
TRANSPORTER

THE CHOICE OF EQUIPMENT
CASES BECOMES LIMITED
IF YOU HAVE SPECIFIC
REQUIREMENTS SUCH AS
SHIELDING, WEIGHT AND
SIZE LIMITATIONS.

That’s where the flexibility of 
Transporter comes into its own.

Manufactured from aluminium it’s 
up to 40% lighter than moulded 
plastic case equivalents, can easily 
be shielded and made to your 
exact specification.
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High strength aluminium 
alloy offering optimal 
tensile and shear strength

Custom built to your 
requirements

Can be supplied as complete 
solution for integration of 
electronics

 Weather-proof seal

Range of environmental and 
shielding options

Engineered to be lightweight 
without sacrificing strength

OVERVIEW
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APPLICATIONS

MATERIAL
- High strength Aluminium Alloy

OPTIONS
FITTINGS
- Recessed or surface mounted handles
- Recessed or surface mounted latches
- Hinged or lift off lid

BODY
- Recessed connector/component bulkheads
- Heat sinks
- Shielded options
- Range of paint finishes

INTERNAL
- Full gasketed panel mounting flange
- Custom panels
- Bespoke foam fittings
- Threaded inserts and bushes as required
- AV mounted chassis

POWER CONVERTOR CASE
with Internal gasketed flange
and panel. Case also features
heat sync and recessed bulkheads.

TEST EQUIPMENT CASE
with Internal shielded gasketed flange.
Case also features Special AV mounted
internal chassis complete with threaded
inserts & bushes to mount clients equipment.

PA CASE
with Internal gasketed flange.
Case also features threaded
inserts to mount clients equipment
Recessed connector bulkhead.

 

DESIGNED 
ENGINEERED 

MANUFACTURED 
WITHOUT 

COMPROMISE 
IN THE UK

IN DETAIL

t +44 (0)1271 374162 e info@extreme-cases.com

 
   Base ‘X’, Porte Farm

Kentisbury, North Devon, EX31 4NL, UK


